


MAXIMUM RECOMMENDED MOUNTING HEIGHT: 3.0m
RANGE: Cone-shaped detection pattern, 
               diameter (at floor level) 
               = 2.4 x mounting height

OFF DELAY: 1 minute - 96 hours (5 - 35 mins via HP10) and 10 second Walk Test Mode.
         (OFF DELAY 1 & 2 on MS1221PF/SM are independently adjustable.) 
PHOTOCELL: Adjustable 50-5000 lux via HP10/HP2000
OPERATING VOLTAGE: 230V 50Hz (UK & Europe)
RECOMMENDED CIRCUIT PROTECTION: 10 Amps
MAX LOAD: 6 Amps per output (not exceeding 10A in total) 
COLOUR: White
MATERIAL: Flame retardant PC/ABS
WEIGHT:    Slimline flush - 70g approx (excluding cable)
                   Flush & surface - 200g approx
IP RATING: 4X

6.0m

2.5m

Part Numbers
MS1200PF Silver LightSpot with photocell - slimline flush 
MS1201PF Silver LightSpot with photocell - flush
MS1201PSM Silver LightSpot with photocell - surface 
MS1221PF Two-circuit Silver LightSpot with photocell - flush 
MS1221PSM  Two-circuit Silver LightSpot with photocell - surface 

HP2000 MLS Digital Programmer
HP10 LightSpot Programmer
HC6 Two-button Hand-held Controller c/w wall bracket
HC5 Universal Hand-held Controller c/w wall bracket

Example Wiring Diagrams

Technical Data

MS1200PF - Connection principle is the same but the output is switched live rather 
than volt-free.

Always check the product label before connecting

Ancillary Items

HP10

HP2000 MLS Digital Programmer

Menu-driven LCD Programmer with 

automatic equipment recognition and 

parameter download facilities.

HP10 LightSpot Programmer

Infrared programming tool with 12 dil 

switches for the setting of individual 

parameters.

HC6 Two-button Hand-held Controller

Note: The HC5 Universal Hand-held 

Controller is  also suitable for use with 

these detectorsHC6

Dimensions and Installation Notes

Suitable for flush mounting in a suspended 
ceiling tile, maximum 54mm thick and with 
a minimum clearance of 125mm between 
front surface of tile and hard ceiling behind.   
Cut a 50mm diameter (64mm if using an 
FR64 flush ring or PB64 plasterboard fixing 
kit) circular hole in the ceiling tile, feed the 
flying lead and detector through and secure 
into position with the locking ring.

Depth required behind ceiling: 62mm from 
front flange plus allowance for the minimum 
bend radius of the cable.  Sinking box fits into 
89mm diameter hole in ceiling tile or 
plasterboard ceiling.  No access above the 
ceiling is necessary.  The detector fits into 
sinking box with a simple bayonet action thus 
concealing the fixing screws.

The housing may be secured 
to a hard surface or a BESA 
box. The detector fits into the 
housing with a simple bayonet 
action.

Blue - Neutral

Brown - Live In
Black - Live Out

Green/Yellow - Earth 
(no internal connection)

MS1200PF

115mm

65mm

Note: Do not mount these detectors within 25cm of a luminaire.
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Multiple Units 
Larger areas can be covered by connecting extra units in parallel.  The total load 
current must not exceed 6 Amps in case only one unit is activated.  

MS1201PF or MS1201PSM 
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MS1221PF or MS1221PSM
The MS1221 has two outputs, one influenced by the photocell (R1), 
the other not (R2). This is useful in applications where a fan or 
water is being controlled in addition to any lighting. 
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