














SPECIFICATIONS

MICROLITE
MICROWAVE PRESENCE DETECTORS

equipment
description

Microwave Presence Detectors

Provide movement detectors for control of  lighting as shown on the Tender Drawings.

Operation

The movement detectors shall provide automatic ON / automatic OFF operation as follows:

 • While the controlled load is ON, the detector shall monitor the movement of  persons within its  

 designated area. 

 • While movement is occurring, the controlled load shall remain ON.

 • If  no movement is detected for a certain Off  delay time, the controlled load shall automatically  

 switch OFF. That period of  time shall be adjustable between 10 seconds and 20 minutes.

 • Movement Detector shall have adjustable integral photocell.  Photocell operation shall hold lights  

 OFF when the area becomes occupied if  sufficient natural light is present; and to switch lights ON  

 in occupied areas when the daylight contribution falls.  

 It shall not switch lights OFF in an occupied area.

Features

Movement detector will have the following features:

 • Adjustable timer with a range between 10 seconds and 20 minutes;

 • Sensing range suitable for sensing sedate movement typical of  a person seated at a desk in   

 excess of  10 metre radius from the detector head;

 • Adjustable ON and OFF sensitivity;

 • Microwave movement detection technology utilising ‘Doppler shift’ to sense sedentary movement.  

 P.I.R. type detectors are not acceptable;

 • Movement detectors to have adjustable integral photo-electric cell.  The photo-cell shall not turn  

 controlled load ON if  sufficient natural light is present.

Rating

Provide movement detectors rated at 240V, 8A 120μF which are capable of  switching inductive loads such 

as fluorescent luminaires. Where a Movement Detector is required to control a connected load exceeding 8 

Amps 120 μF; or where the connected load has more than one (1) lighting circuit, the Movement Detector 

shall control the connected load via a suitably rated N/O contactor and associated PVC Enclosure.

Mounting

Mount the detector on a ceiling tile in the corner of  the room, at a location to be determined on site.           

Equipment type

Movement detectors shall be supplied by Energy Conservation Systems Pty Ltd, type MR1500P. 

ON-SITE TESTING AND COMMISSIONING OF LIGHTING SYSTEM

The Lighting Control System equipment supplier shall assist the Electrical Services Contractor in the on-site 

positioning, set-up, testing and commissioning of  the new movement detectors now specified.

on-site
commissioning


