
�1�3�0�%�6�$�5���W������������� �&�/�&�3�(�:���$�0�/�4�&�3�7�"�5�*�0�/���4�:�4�5�&�.�4���1�5�:���-�5�%�����������t���������������������������������������������t�����������X�X�X���F�D�T�B�V�T�U�S�B�M�J�B���D�P�N

Please check www.ecsaustralia.com/productguide.php to ensure this is the most recent issue

ENERGY SAVING LIGHTING CONTROLS
Architectural Dimming Systems & Products

MLS SCENE SWITCH PANEL
MLS 2000SSP

This data sheet covers the MLS Digital Scene Setting 

Panel. This unit is used to provide groups of  luminaires 

with scene setting and recall, zone control and  

communication functions. 

The MLS2000SSP is simple to programme using the 

HP2000 hand-held infrared programmer via the infrared 

port on the front face.

These include:

Scene-setting  

Users can set up six lighting scenes,  recalling them 

with a single press of  a button.

Entry and Exit Scenes  

The Entry Scene is selected when the ON button is  

used.  Similarly, there is an option to select an Exit 

Scene.  The current scene is indicated by a red LED.

Group Dimming  

Groups of  luminaires may be brightened, dimmed and 

switched on/off  by pressing the buttons on the panel or 

by remote control.

Ballast Compatibility  

MLS Digital is available for both DSI and DALI ballasts.
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Commissioning the Programmable Parameters

The operation of  MLS Digital is determined by the way 

the system is commissioned.  Commissioning and re-

commissioning is carried out using a menu-driven infrared 

remote programmer (HP2000) with virtually no disturbance 

to the building’s occupants.  

The programmable parameters are shown overleaf in the 

order they are presented on the programmer.  

Options are selected from a choice of  two or from a list.

Commissioning of  Lighting Scenes

Lighting scenes are set up using the infrared HC5 Hand-held 

Controller.  The scene is set up manually then stored by a 

long press on the selected scene button.  

New scenes can be set up in this way without the need for 

separate programming devices.



Electrical Connections             Dimensions     

Ordering Information

Catalogue Number Description

MLS2000SSP  MLS Digital Scene Select Panel

MSSPN   Satin Nickel Fascia Plate

MSSPW   White Fascia Plate

RB2000   MLS Digital Bus Power Supply

RB2000LT   MLS Digital Bus Power Supply 'Lite'

HP2000   MLS Programmer

HC5   Universal Hand-held Controller

Programmable
Parameters

Selectable Options
(Factory pre-set shown in bold)

Technical Data

Bus Connect

1st Zone

2nd Zone

3rd Zone

4th Zone

Common Zone 1

Common Zone 2  

Common Zone 3

  Yes / No

1-50 addresses - factory pre-set to -- (no zone)

1-50 addresses - factory pre-set to -- (no zone)

1-50 addresses - factory pre-set to -- (no zone)

1-50 addresses - factory pre-set to -- (no zone)

On / Off

On / Off

On / Off

Accessories

HP2 MLS Programmer

Menu-driven LCD Programmer with 
automatic equipment recognition and 
parameter download facilities.

HC5 Universal Hand-held  Controller

RB2000 Bus Power Supply

A single Bus Power Supply synchronises 
and powers the bus for up to 200 MLS 
Controllers.  It also provides a test 
facility.  Units may be linked for larger 
installations and to provide a building-
wide common zone.

(RB2000LT Bus Power Supply may also 

be used)
RB2000

OPERATING VOLTAGE: 240V 50Hz 

POWER CONSUMPTION: <10W

WEIGHT: Approx 400g (varies)  

IP RATING: 41 

TERMINAL CAPACITY: 4mm2

Ta RATING: 0-40oC
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139mm Module 

145mm Cover 

85mm  

72mm  

note: Use a standard 2-gang sinking box. 

When using a dry liner box, MK part number  

QFB2WHI is recommended

HP2000

HC5


