


Technical Data    

Internal Details   

Ordering Information

Catalogue Number Description    

EVO-03-36  Power & Processor Unit

MAINS SUPPLY

CONTROL FUSE

EARTH

CHANNEL OUTPUTS

LOAD MCBS

CONTROL INPUTS

RELAY OUTPUT

STANDARDS

 

230 Volt +/- 10% AC, 50-60Hz.

5mm x 20mm 2 amp HRC Ceramic. (3)

12 x 10 amp resistive (9 amp inductive).

Individual 6 amp Type C Miniature Circuit Breaker.

M-BUS, RS232, DMX, DALI, 0/1-10V, DSI.

M-BUS, RS232, DMX, DALI, 0/1-10V, Contact Closure.

2 x SPCO (250VAC, 2A max) relay contacts.

EMC Emissions EN55015, EMC Immunity 

EN61547,Harmonics EN61000-3-2, Voltage fluctuation 

EN61000-3-3, Safety EN60439-1  

and EN60950

Base entry. Five 32mm couplers or 

removable panel.

534 mm x 482 mm x 160 mm.

452 mm x 464 mm.

17 kgs.

600 mm x 550 mm x 250 mm.

18 kgs

CONDUIT ENTRIES

DIMENSIONS

FIXING CENTRES

WEIGHT

PACKED SIZE

PACKED WEIGHT


