


Interconnection

ECS8110.00   Area Control Unit in Enclosure

ECS8100.00   Area Control Unit PCB

Inputs      Technical Information

Overall dimensions 200mm x 250mm x 65mm

Temperature range 0-55 deg. C

Battery Memory Retention 1 year minimum

PC Interface   RS232, 9 pin D connector

Voltage   240 Volt 50Hz

Maximum Current Rating 3 Amp

Weight   2 kg

Outputs

Maximum number of  LCM’s 200

Bus Cable (No Corridor Linking) 2 core 1.0mm2 PVC/PVC

Bus Cable (with Corridor Linking) 3 core 1.0mm2 PVC/PVC

Max.Bus length   1000m

Inputs

Number of  inputs 32 volt free inputs

Input cable   2 core 1.0mm2 PVC/PVC

Building Management System
Fire Alarm System
Security System

Standby Generator
Manual Control

Central Console Inputs

BUS CABLE TO OTHER ECS’S LCU’S

ECS 8210.00 Lighting Control Units

Volt-free Input Terminals

A maximum of  Thirty Two volt-free inputs may be connected 

to the Controller, to facilite switching from external sources. 

These inputs may include BMS Out-stations, Solar 

Controllers, Security or similar alarm systems, Load-

Shed devices or simple switches. The function of  each 

input is programmed in software, thus providing flexibility 

of  application through the building.

Mounting Details

The wall mounted Area Contol Unit is usually installed in 

an Electrical Riser Cupboard at approx. 1.5m above the 

floor. The user will require access to plug in the serial 

interface cable .

The 8110 is housed in a rigid moulded ABS enclosure.

Ordering Information

Catalogue Number Description       


